






8 SECTIO 
PA-32·30IXTC 6XT ERV & MAl T 

(b)	 Cleaning Landmg Gear 

Bcfore cleaning thc landing gear, place a plastic cover or similar 
material over the whcel and brake assembly. 

(I)	 Place a pan under Ihe gear to catch waste. 
(2)	 Spray or hrush the gear area with solvent or a mixture of 

solvent and degreaseI'. as desired. Where heavy grease and 
L!irl L!eposits have collected. it may be necessary to brush 
areas that were sprayed, in order to clean them. 

(3)	 Allow the solvcnt to remain on 'he gear from five 10 ten 
minutes. Then rinse the gear with additional solvent and 
allow 10 dry. 

(4)	 Remove the cover from the wheel and rcmove Ihe calch p.m. 
(5)	 Lubricate the gear III accordance with Ihe Lubrication CharI. 

(e)	 Cleaning Exterior Surfaces 

The airplane 'houkl be washeL! with a mild soap and water. I1ar'h 
abrasives or alkaline soaps or uetergenls coulL! make scratches on 
painted or plaslic 'urfaces or could call'e corrosion of metal. Cover 
areas where cleuning solutioll could cause damage. To wash lhe 
airplane. use the following procedure: 

( I)	 rIlish away loose tlin witJl \-vater. 
(2)	 Apply cleaning solution with a sofl cloth, a sponge or a soff 

bristle brush. 
(3)	 To remove exhaust 'tains. allow the s\)llltion to remain on lhe 

surt"ilce longer. 
(4)	 To remove stubbon1 oil and grease. use a c10lh diunpenetl with 

naphlha. 
(5)	 Rinse aJl surfaces thoroughly. 
(6)	 Any good autoll\otive wax may be used to preserve painted 

surfaces. Soft <:leaning cloths or a chamois should be used 
to prevent scralches when cleaning or polishing. A heavier 
coaling or wax on the leading surfaces will reL!uce IJ1e 
abrasion problems in these areas 
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SECTION 8 
HANUUNG, '- ERV & l\lAlNT P -32·301XTC 6XT 

(d)	 Cleaning Windshield and Windows 

( I) Remove dirt. mud and other loose part icles from exterior 
surfaces with clean water. 

(2)	 Wash with mild soap and warm water or wilh aircraft pia tic 
cleemer. Use a soft cloth or sponge in a straight back ano forth 
motion. Do nol rub har'hly. 

(3)	 Remove oil and grease with a cloth moistened with kerosene. 

CAUTIO 

Do not usc gasoline, alcohoL benzen , carbon 
telrachlorid . thinner. acetone, or window cleaning 
sprays. 

(4)	 After cleaning plastic surfaces, apply a thin coat of hard 
polishing wax. Ruh lightly wilh a soft cloth. Do not usc a 
circular motion. 

(S)	 A severe scratch or mar in pla'lic can be removed by rubhing 
out the scratch with jeweler's rouge. Smoolh bOlh sides and 
apply wax. 

(e)	 Cleaning lleaoliner. Side Panels and Seats 

( I )	 .kan headliner, side panel . Clno seats with a stiff bri 'tic biLL h. 
and vacuum where necessar . 

(2)	 Soil d upholstery. except leal her, may be cleaned \ iLh a good 
uphol.'tery clean r suilable for the mntcrial. Avoid soaking or 
harsh ru hbing. 

CA	 nON 

Solvent cleaners require adequate ventilation. 

(3)	 Lealllcr should be cleaned with 'addle soap or a mild hand 
soap ano water. 

m	 Cleaning. Carpets 

To clean carpet·, first remove loose dirt with a whisk broom or 
vacuum. For 'oiled spots and stubborn stains u 'e a noninnammable dry 
clcaning Hui(t Floor caq)cts may be cleaned like allY household caq1et. 
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